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Zone Lumens % Total

0-10 27.65 46.50%

10-20 79.00 31.80%

20-30 120.09 10.60%

30-40 143.79 4.70%

40-50 147.74 2.80%

50-60 130.36 1.60%

60-70 91.64 1.10%

70-80 41.87 0.60%

80-90 7.11 0.20%

90-100 6.00 0.00%
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POLAR CANDELA DISTRIBUTION

Zone Lumens % Lamp % Fixt

0-30 226.75 N.A. 88.90%

0-40 370.54 N.A. 93.70%

0-60 648.65 N.A. 98.10%

60-90 140.63 N.A. 1.70%

0-90 789.28 N.A. 100.00%

90-180 0.79 N.A. 0.00%

0-180 790.08 N.A. 100.00%

ZONAL LUMEN SUMMARYILLUMINANCE AT A DISTANCE

Beam WidthCenter Beam FC

2.0 ft

4.0 ft

6.0 ft

8.0 ft

10.0 ft

12.0 ft

Vert. Spread: 110.5º

Horiz. Spread: 110.0º

73.15 fc   5.7 ft   5.6 ft

18.28 fc 11.3 ft 11.3 ft

9.14 fc 17.0 ft 16.9 ft

4.57 fc 22.7 ft 22.5 ft

2.28 fc 28.3 ft 28.2 ft

1.82 fc 34.0 ft 33.8 ft

WIRING

UL / cUL Non-dimming

UL / cUL ELV Dimming

ELV
Dimming

Leader 
Cable

100-
277v AC

100-
277v AC

Leader 
Cable

MAX RUN LENGTHS

1ft using 120v AC 60 pcs

1ft using 277v AC 120 pcs

WIRING LEGEND

 UL/cUL CE/PSE*

Ground           Green           Yellow/Green

Live 100-277v           Black           Brown

Neutral           White           Blue

Data           Yellow     

COMPATIBLE DIMMERS

Lutron MAELV-600 (600W)

Lutron Skylark SELV-300P (300W)

Leviton MNE04 (400W)

Lutron DIVA DVELV-300P (300W)

Lutron DIVA DVELV-300P (300W) 
ADJUSTED

*not illustrated
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VDC20161912

STANDARDS & CERTIFICATIONS

Certification Tested to UL & CSA by Intertek For Use in USA & CANADA. Exceeds ANSI C78.377-2015, CE & RoHS Compliant.

Class 1

Environment Wet Location - IP66

Warranty 5 Year Limited Warranty

ACCESSORIES

Leader Cable:
L: 25’ (7.62m)

MODA-COVE-GRAZE-
EXTERIOR-50FT-
LEADER-CABLE-B

Power to First Fixture of Run

MODA-COVE-GRAZE- 
EXTERIOR-25FT- 
LEADER-CABLE-B

Power to First Fixture of Run

MODA-COVE-GRAZE-
EXTERIOR-1FT-

JUMPER-CABLE-B
Connection Between Fixtures

Male Connector
L: 2 1/5” (58mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)

Leader Cable:
L: 50’ (15.24m)

Jumper Cable:
L: 1’ (305mm)

Female Connector
L: 2 1/2” (65mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)

Male Connector
L: 2 1/5” (58mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)

Jumper Cable:
L: 4’ (1.2m)

Female Connector
L: 2 1/2” (65mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)

Male Connector
L: 2 1/5” (58mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)

MODA-COVE-GRAZE-
EXTERIOR-4FT-

JUMPER-CABLE-B
Connection Between Fixtures

MODA-COVE-GRAZE-
EXTERIOR-TERMINATOR-B
Must be Fixed to Last Fixture for Safety

L: 1 7/10” (43mm)
W: 1 1/10” (27mm)

H: 3/5” (15mm)

MODA-COVE-GRAZE-
EXTERIOR-BRACKET-LOCK-G

Supplied with Headless Hex Key Screw

L: 9/10” (24mm)
W: 3/5” (16mm)
H: 1/5” (5mm)

MODA-BRIDGE1

Allows User to Convert A 0-10v Dimming Signal into
an ELV Dimming Signal that Dims Down to 0%

L: 7 3/4” (196.85mm) 
W: 4 2/10” (107mm) 
H:1 8/10” (47mm)

Male Connector
L: 2 1/5” (58mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)




