




MODA COVE EXTERIOR
SO 2700K HCRI  1FT
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STANDARDS & CERTIFICATIONS

Certification Tested to UL & CSA by Intertek For Use in USA & CANADA. Exceeds ANSI C78.377-2015, CE & RoHS Compliant.

Class 1

Environment Wet Location - IP66

Warranty 5 Year Limited Warranty

ACCESSORIES

Leader Cable:
L: 25’ (7.62m)

MODA-COVE-GRAZE-
EXTERIOR-50FT-
LEADER-CABLE-B

Power to First Fixture of Run

MODA-COVE-GRAZE- 
EXTERIOR-25FT- 
LEADER-CABLE-B

Power to First Fixture of Run

MODA-COVE-GRAZE-
EXTERIOR-1FT-

JUMPER-CABLE-B
Connection Between Fixtures

Male Connector
L: 2 1/5” (58mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)

Leader Cable:
L: 50’ (15.24m)

Jumper Cable:
L: 1’ (305mm)

Female Connector
L: 2 1/2” (65mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)

Male Connector
L: 2 1/5” (58mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)

Jumper Cable:
L: 4’ (1.2m)

Female Connector
L: 2 1/2” (65mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)

Male Connector
L: 2 1/5” (58mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)

MODA-COVE-GRAZE-
EXTERIOR-4FT-

JUMPER-CABLE-B
Connection Between Fixtures

MODA-COVE-GRAZE-
EXTERIOR-TERMINATOR-B
Must be Fixed to Last Fixture for Safety

L: 1 7/10” (43mm)
W: 1 1/10” (27mm)

H: 3/5” (15mm)

MODA-COVE-GRAZE-
EXTERIOR-BRACKET-LOCK-G

Supplied with Headless Hex Key Screw

L: 9/10” (24mm)
W: 3/5” (16mm)
H: 1/5” (5mm)

MODA-BRIDGE1

Allows User to Convert A 0-10v Dimming Signal into
an ELV Dimming Signal that Dims Down to 0%

L: 7 3/4” (196.85mm) 
W: 4 2/10” (107mm) 
H:1 8/10” (47mm)

Male Connector
L: 2 1/5” (58mm)
W: 1 1/2” (27mm)
H: 7/10” (20mm)



S P E C I F I C A T I O N

955 White Drive Las Vegas, NV 89119 | T: 702 407 7775
F: 702 407 7773 | www.modalight.com | © Copyright 2016

Due to continuous improvements and innovations, specifications may change without notice.
Please refer to our website for current technical data. These figures are provided as a guideline
only and may vary with differing power supplies and installtions. All rights reserved. E&OE.

VDC2016610

SKU GUIDE: M O D A - A - B - C - D - E - F - G - H - I

COMPLETE SAMPLE SKU: MODA-COVE-EXTERIOR-SO-S1-S-2700K-HCRI-1FT

B - LOCATION

INTERIOR Fixture for dry/damp location use

EXTERIOR Fixture for dry/damp/wet location use

COVE Fixture with no optic options

A - FIXTURE

C -  LIGHT OUTPUT

LO Low Output ~300 lm/ft

SO Standard Output ~500 lm/ft

SO+ Standard Output Plus ~785 lm/ft

HO High Output ~1000 lm/ft

HO+ High Output Plus ~1200 lm/ft

D -  SERIES NUMBER

S1 Series 1

E -  PRODUCT FINISH

S Silver

G -  COLOR RENDERING INDEX (CRI)

HCRI High CRI

H -  LENGTH

1FT 1 Foot

4FT 4 Feet

F -  LED COLOR

2200K

2700K

3000K

3500K

4000K

2700K

3000K

3500K

4000K

Available only for LO, SO, and HO+ 

Available only for SO+ and HO

MODA - COVE -                   -             - S1 - S -  - HCRI - 

I -  OPTICS

Blank (Not applicable for Cove fixtures.)
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