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POLAR CANDELA DISTRIBUTION

Zone Lumens % Total

0-10 148.15 3.50%

10-20 423.28 10.00%

20-30 643.39 15.20%

30-40 770.38 18.20%

40-50 791.54 18.70%

50-60 698.42 16.50%

60-70 491.01 11.60%

70-80 224.34 5.30%

80-90 38.09 0.90%

90-100 32.16 0.76%

LUMENS PER ZONE

Zone Lumens % Lamp % Fixt

0-30 1214.83 N.A. 28.70%

0-40 1985.22 N.A. 46.90%

0-60 3475.19 N.A. 82.10%

60-90 3475.19 N.A. 17.80%

0-90 4228.64 N.A. 99.90%

90-180 4.23 N.A. 0.10%

0-180 4232.88 N.A. 100%

ZONAL LUMEN SUMMARYILLUMINANCE AT A DISTANCE

Beam WidthCenter Beam FC

2.0 ft

4.0 ft

6.0 ft

8.0 ft

10.0 ft

12.0 ft

Vert. Spread: 200º

Horiz. Spread: 120º

391.93 fc  8.9 ft   5.6 ft

97.98 fc 18.1 ft 11.3 ft

48.99 fc 27.0 ft 16.9 ft

24.49 fc 36.1 ft 22.5 ft

12.24 fc 45.1 ft 28.2 ft

9.79 fc 54.1 ft 33.8 ft

MAX RUN LENGTHS

4ft using 120v AC 20 pcs

4ft using 277v AC 20 pcs

WIRING

100-
277v AC

DMX CONTROLLER
(BELDEN 9841)

8 PIN
LEADER
CABLE

100-
277v AC

Single Run DMX Wiring

100-
277v AC

DMX CONTROLLER
(BELDEN 9841)

8 PIN
LEADER
CABLE

100-
277v AC

POWER (100-277v AC)

                   Positive

                   Negative

                   Ground

8 PIN LEADER CABLE

                Power Positive (AWG18)

                Power Negative (AWG18)

                Ground (AWG18)

                DMX Positive

                DMX Negative

DMX CONTROLLER

                   Positive

                   Negative
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VDC20161312

STANDARDS & CERTIFICATIONS

Certification Tested to UL & CSA by Intertek For Use in USA & CANADA. Exceeds ANSI C78.377-2015, CE & RoHS Compliant.

Class 1

Environment Dry/Damp Location - IP44

Warranty 3 Year Limited Warranty

BDL-9841-500FT

RS-458 Cable for DMX
24 AWG stranded TC conductors

polyethylene insulation

RS-458 Cable for DMX
24 AWG stranded TC conductors

polyethylene insulation

BDL-9841-1000FT

KANDI-TOUCH-BLACK /
KANDI-TOUCH-WHITE 

DMX 512 Controller

L: 4 1/5” (106mm)
W: 5 7/10” (146mm)

H: 2/5” (11mm)

ACCESSORIES

L: 500’ (152.4m) L: 1000’ (304.8m)

MODA-COVE-GRAZE-
INTERIOR-8PIN-25FT-

LEADER-CABLE-G

Power to First Fixture of Run

MODA-COVE-GRAZE-
INTERIOR-8PIN-10FT-

LEADER-CABLE-G

Power to First Fixture of Run

MODA-COVE-GRAZE-
INTERIOR-8PIN-1FT-
JUMPER-CABLE-G

Connection Between Fixtures

MODA-COVE-GRAZE-
INTERIOR-8PIN-4FT-
JUMPER-CABLE-G 

Connection Between Fixtures

MODA-COVE-GRAZE-
INTERIOR-TERMINATOR-G

Must be Fixed to Last Fixture for Safety

L: 1 7/10” (43mm)
W: 1 1/10” (27mm)

H: 3/5” (15mm)

MODA-COVE-GRAZE-
INTERIOR-BRACKET-LOCK-G

Supplied with Headless Hex Key Screw

L: 9/10” (24mm)
W: 3/5” (16mm)
H: 1/5” (5mm)

Leader Cable
L: 10’ (3.04m)

Male Connector
L: 1 9/10” (50mm)
W: 4/5” (22mm)
H: 1/2” (15mm)

Male Connector
L: 1 9/10” (50mm)
W: 4/5” (22mm)
H: 1/2” (15mm)

Leader Cable
L: 25’ (7.62m)

Jumper Cable
L: 1’ (305mm)

Female Connector
L: 1 4/5” (48mm)
W: 4/5” (22.5mm)
H: 3/5” (16mm)

Male Connector
L: 1 9/10” (50mm)
W: 4/5” (22mm)
H: 1/2” (15mm)

Jumper Cable
L: 4’ (1.2m)

Male Connector
L: 1 9/10” (50mm)
W: 4/5” (22mm)
H: 1/2” (15mm)

Female Connector
L: 1 4/5” (48mm)
W: 4/5” (22.5mm)
H: 3/5” (16mm)

MODA-DMX-SPLITTER-8
  

Eight Isolated DMX 512 Outputs

L: 18 9/10” (482mm)
W: 5 4/5” (148mm)
H: 1 2/5” (37mm)




