


ILLUMINANCE AT A DISTANCE

MODA COVE INTERIOR
LO 2200K HCRI 1FT

POLAR CANDELA DISTRIBUTION  ZONAL LUMEN SUMMARY

Center Beam FC ~ Beam Width 180°170°160° 150° 140° .
74 Zone | Lumens |% Lamp| % Fixt
75 130°
2.0 ft 23.19 fc 89f 561t 60 120° 0-30 71.89 NA. | 28.70%
45
4.0 i 5.79 fc 1814 11.3f 30 1o 040 | 117.48 NA | 46.90%
15 100°
O ft 2.90 f 27.0 ft 16.9 ft o
6 o i 69 €D:0 90 060 | 20566 | NA | 82.10%
15 80°
8.0 1.44 fc 3614 225 30 o
o 60-90 | 44.59 NA. | 17.80%
45
100% 072 fe 4516 282H 0 60
090 | 250.25 NA. | 99.90%
75 50°
120 0.58 fc 541t 33.8ft o4
VA:0® 10°20° 30° 40° 90-180 | 0.25 NA. | 0.10%
Vert. Spread: 200° .
=-80‘ﬁH 0-180 | 250.50 NA. 100%
Horiz. Spread: 120° :

LUMENS PER ZONE

Zone | Lumens | % Total
0-10 8.77 3.50%
10-20 25.05 | 10.00%
20-30 38.08 15.20%
30-40 4559 | 18.20%
40-50 46.84 18.70%
50-60 4133 | 16.50%
60-70 29.06 11.60%
70-80 13.28 5.30%
80-90 2.25 0.90%
90-100 1.90 0.76%

WIRING

UL / cUL Non-dimming

UL / cUL ELV Dimming
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COMPATIBLE DIMMERS

CE/PSE* Lutron MAELV-600 (600W)
Lutron Skylark SELV-300P (300W)

Leviton MNEO4 (400W)

Lutron DIVA DVELV-300P (300W)

WIRING LEGEND

UL/cUL
Ground mmmm Green == Yellow/Green
Live 100-277v = B|gck == Brown
Neutral —— White === Blye
Data Yellow

Lutron DIVA DVELV-300P (300W)
ADJUSTED

*not illustrated

MAX RUN LENGTHS
11t using 120v AC

180 pcs

1]

1# using 277v AC

360 pcs

Due to continuous improvements and

innovations, specifications may change without notice.

Please refer to our website for current technical data. These figures are provided as a guideline
only and may vary with differing power supplies and installtions. All rights reserved. E&OE.
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MODA COVE INTERIOR
LO 2200K HCRI 1FT

ACCESSORIES
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MODA-COVE-GRAZE- MODA-COVE-GRAZE- MODA-COVE-GRAZE- MODA-COVE-GRAZE-
INTERIOR-10FT- INTERIOR-25FT- INTERIOR-1FT- INTERIOR-4FT-
LEADER-CABLE-G LEADER-CABLE-G JUMPER-CABLE-G JUMPER-CABLE-G
Power to First Fixture of Run Power to First Fixture of Run Connection Between Fixtures Connection Between Fixtures
Jumper Cable Jumper Cable
L: 1" (305mm) L: 4" (1.2m)
Male Connector Male Connector Male Connector Female Connector Male Connector Female Connector
Leader Cable L:21/10” (55mm) Leader Cable L: 2 1/10” (55mm) L:21/10” (55mm) L: 14/5" (48mm) L: 12/10” (55mm) L: 14/5" (48mm)
L: 10’ (73.04m) W: 7/10” (18mm) L: 25' (7.62m) W: 7/10” (18mm) W: 7/10” (18mm) W: 7/10” (18mm) W: 7/10” (18mm) W: 7/10” (18mm)
H: 1/2” (13mm) H: 1/2” (13mm) H: 1/2” (13mm) H: 1/2” (13mm) H: 1/2” (13mm) H: 1/2” (13mm)
- -
MODA-COVE-GRAZE- MODA-COVE-GRAZE- MODA-BRIDGE!
INTERIOR-TERMINATOR-G INTERIOR-BRACKET-LOCK-G
Must be Fixed to Last Fixture for Safety Supplied with Headless Hex Key Screw Allows User to Convert A 0-10v Dimming Signal into
an ELV Dimming Signal that Dims Down to 0%
L: 1 7/10" (43mm) L: 9/10” (24mm) L: 7 3/4” (196.85mm)
W: 117107 (27mm) W: 3/5" (16mm) W: 4 2/10” (107mm)
H: 3/5” (15mm) H: 1/5” (5mm) H:1 8/10” (47mm)
STANDARDS & CERTIFICATIONS
Certification Tested to UL & CSA by Intertek For Use in USA & CANADA. Exceeds ANSI C78.377-2015, CE & RoHS Compliant.
Class 1
Environment Dry/Damp Location - P44
Warranty 5 Year Limited Warranty
Due to continuous improvements and innovations, specifications may change without notice. VDC20161512

Please refer to our website for current technical data. These figures are provided as a guideline
only and may vary with differing power supplies and installtions. All rights reserved. E&OE.

955 White Drive Las Vegas, NV 89119 | T: 702 407 7775
F: 702 407 7773 | www.modalight.com | © Copyright 2016





