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Specification grade premium interior cove fixture.
MODA COVE Interior is a new patent pending cove lighting system
designed for interior applications. On board Microprocessor is programmed
with a unique firmware to receive DMX 512 signals for full independent
control of every 1ft section. Change the color temperature and create a
different mood with color temperatures from 3500k to 6500k. High CRI
dies and R1-R15 >90. 100-277v 50/60 Hz power input allows these
fixtures to be installed anywhere in the world. Available in 1ft & 4ft sections.

OUTPUT
Delivered Lumens 4988.00
CCT 3500K - 6500K
SDMC 2 Step MacAdam Ellipse
Chromaticity . . . .
Coordinates (3500k) x: 0.3921 y: 0.3947 u: 0.2921 v: 0.5387
Chromaticity ) . ) _
Coordinates (6500k) x: 0.3417 y: 0.3361 u: 0.2953 v: 0.5372
Color Bin Tolerance Single Bin
Efficacy (Im/w) 124.70
CRI 95

70,000 Hours L70 @ 25°C
90,000 Hours L50 @ 25°C
50,000 Hours L70 @ 50°C
70,000 Hours L50 @ 50°C

Light Data LM-79-08 & LM-80-08

Lumen Maintenance

Testing Data

MODA COVE INTERIOR

SO DYNAMIC COOL HCRI 4FT

PHYSICAL
Applications Cove, Accent & Indirect General lllumination
Length 4’ (1,206mm)
Dimensions Width 2 4/5” (72mm)
Height 2 3/10” (60mm)
Weight 43.930z (1245.50g)
Construction Pure Aluminum Body, Polycarbonate Mounting Bracket

and Lens

Thermal Management

MODA Aluminum Heat Sink

Optics

N/A

Fixture Connections

Integral Male & Female Connectors

Operating Temperature

-49F ~ 104°F (-20°C ~ 40°C)

Storage Temperature

-40°F ~ 176°F (-40°C ~ 80°C)

Humidity

DIMENSIONS

0-95% Non Condensing

180°
ELECTRICAL e = = ;
Input Voltage 100-277v AC 50Hz/60Hz A &l P
Power Consumption 40w (0.33A)
Power Factor = 0.96 e ——r e—=n
Dimmi DMX 512 lled ! 7/10"15 I
mming 512 Controlle: (44mm) - :
E N/A YTl -
mergency 24/5 4’ (1,206mm)
(72mm)
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MODA TECHNOLOGY STANDARDS &
Project Name: CERTIFICATIONS
MOJOCOMMUNICATE™ MOJOKWIK CONNECT™
Notes: C € RO
Hs
mModoCUE™ modaLock™ AppROVED
modapmxm™ modasoFT™ ONE LM LM
BIN 79 80
MOJQHIGH CRI MOJODYNAMIC COOL
mModaBIN™ MOJOPHOSPHOR™ W3 "
Due to continuous improvements and innovations, specifications may change without notice. VDC20161512
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Q IG T® MODA COVE INTERIOR
SO DYNAMIC COOL HCRI 4FT

ILLUMINANCE AT A DISTANCE POLAR CANDELA DISTRIBUTION ZONAL LUMEN SUMMARY LUMENS PER ZONE
Center Beam FC Beam Width 180°170°160° 150° 140° 0
1875 Zone | Lumens | % Lamp | % Fixt Zone | Lumens | % Total
1560 130°
0-10 174.58 3.50%
201t 461.80 fc 8.9 ft 5.6 ft 1248 1200 0-30 1431.56 N.A. 28.70%
936 10-20 498.80 | 10.00%
110°
40ft  115.40fc 18.11t 1131t 624 040 | 2339.37 NA | 26.90% 20-30 75818 | 15.20%
312 100°
6.0 ft 57.70 fc 27.0ft  16.9ft cp: 0 900 30-40 907.82 | 18.20%
0-60 | 4095.15 NA. | 82.10%
312 80° - 0
8.0 ft 28.80 fc 36.1ft 2251t 624 . 40-50 93276 | 18.70%
70 60-90 887.86 N.A. 17.80%
936 50-60 823.02 | 16.50%
10.0ft 14.40 fc 451t 28.2ft 1248 60°
0-90 | 4983.01 N.A. | 99.90% 60-70 578.61 | 11.60%
1201 1560 50°
. LSO S C S i 1675 7080 | 26436 | 5.30%
VA0 10°20° 30° 40° 90-180 4.99 N.A. 0.10%
80-90 44.89 0.90%
Vert. Spread: 200° -
-0°H 0-180 | 4988.00 N.A. 100%
Horiz. Spread: 120° M-90°H 90-100 37.90 0.76%

WIRING

Single Run DMX Wiring

100- ﬂ
277v AC

DMX CONTROLLER
(BELDEN 9841)

100-
277v AC

LEADER
CABLE

MAX RUN LENGTHS

4ft using 120v AC 20 pcs

8 PIN LEADER CABLE DMX CONTROLLER POWER (100-277v AC)
mmm  Power Positive (AWG18) = Positive — Positive 4ft using 277v AC 20 pes
——  Power Negative (AWG18) = Negative — Negative
Ground (AWG18) — Ground

=== DMX Positive

——  DMX Negative
Due to continuous improvements and innovations, specifications may change without notice. VDC20161512
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QLI

SPECIFICATI

ACCESSORIES

MODA-COVE-GRAZE-
INTERIOR-8PIN-10FT-
LEADER-CABLE-G

Power to First Fixture of Run

Male Connector
Leader Cable ‘ L: 1 .9/10” (50mm)

HT
O N

TN

S/
MODA-COVE-GRAZE-

INTERIOR-8PIN-25FT-
LEADER-CABLE-G

Power to First Fixture of Run

Male Connector

Leader Cable L: 1 9/10” (50mm)

MODA COVE INTERIOR
SO DYNAMIC COOL HCRI 4FT

Sy

MODA-COVE-GRAZE-
INTERIOR-8PIN-1FT-
JUMPER-CABLE-G

Connection Between Fixtures
Jumper Cable
L: 1" (305mm)

Male Connector
L: 1 9/10” (50mm) ‘

Female Connector
L: 1 4/5" (48mm)

) - N

MODA-COVE-GRAZE-
INTERIOR-8PIN-4FT-
JUMPER-CABLE-G

Connection Between Fixtures

Jumper Cable
L: 4" (1.2m)

Male Connector
L: 1 9/10” (50mm) ‘

Female Connector
L: 1 4/5” (48mm)

L: 10’ (3.04m) W: 4/5” (22mm) L: 25’ (7.62m) W: 4/5” (22mm) W: 4/5” (22mm) W: 4/5” (22.5mm) W: 4/5” (22mm) W: 4/5” (22.5mm)
H: 1/2” (15mm) H: 1/2" (15mm) H: 1/2” (15mm) H: 3/5” (16mm) H: 1/2” (15mm) H: 3/5" (16mm)
- . (=
MODA-COVE-GRAZE- MODA-COVE-GRAZE- BDL-9841-500FT BDL-9841-1000FT

INTERIOR-TERMINATOR-G

Must be Fixed to Last Fixture for Safety

L: 1 7/10” (43mm)
W: 1 1/10” (27mm)
H: 3/5” (15mm)

INTERIOR-BRACKET-LOCK-G

Supplied with Headless Hex Key Screw

L: 9/10” (24mm)
W: 3/5” (16mm)
H: 1/5” (5mm)

RS-458 Cable for DMX
24 AWG stranded TC conductors
polyethylene insulation

L: 500’ (152.4m)

RS-458 Cable for DMX
24 AWG stranded TC conductors
polyethylene insulation

L: 1000’ (304.8m)

KANDI-TOUCH-BLACK /
KANDI-TOUCH-WHITE

DMX 512 Controller

L: 4 1/5” (106mm)
W: 5 7/10” (146mm)
H: 2/5” (11mm)

STANDARDS & CERTIFICATIONS

MODA-DMX-SPLITTER-8

Eight Isolated DMX 512 Outputs

L: 18 9/10” (482mm)
W: 5 4/5” (148mm)
H: 1 2/5” (37mm)

Certification Tested to UL & CSA by Intertek For Use in USA & CANADA. Exceeds ANSI C78.377-2015, CE & RoHS Compliant.
Class 1

Environment Dry/Damp Location - IP44

Warranty 3 Year Limited Warranty

Due to continuous improvements and innovations, specifications may change without notice.
Please refer to our website for current technical data. These figures are provided as a guideline
only and may vary with differing power supplies and installtions. All rights reserved. E&OE.
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