MOJALIGHT

SPECIFICATION

Miniature Line Voltage Cove Fixture.
MODA MINI COVE - an award winning lighting system utilizing
the latest technology developed by MODA. Saturated mono colors
transforms any environment. Smooth flicker free ELV, dimming down
to 0% which seamlessly synchronizes with 1ft, 4ft, & 8ft models.
Wide 200 degree beam angle. Integral self locking bracket.
Lightweight aluminum construction for durability and excellent
thermal characteristics. Available in 6”7, 1ft, 4ft, and 8ft Lengths.

OUTPUT
Delivered Lumens 672.00
CCT & SDMC N/A
gz:ngz x: 0.6295 y: 0.3196 u: 0.4402 v: 0.5105
Color Bin Tolerance Single Bin
Efficacy (Im/w) 35.36 (120v) / 33.60 (277v)
Wavelength 620nm

70,000 Hours L70 @ 25°C
90,000 Hours L50 @ 25°C
50,000 Hours L70 @ 50°C
70,000 Hours L50 @ 50°C

Light Data LM-79-08 & LM-80-08

Lumen Maintenance

Testing Data

ELECTRICAL
Input Voltage 100-277v AC 50Hz/60Hz

120v - 19w (0.15A)
277v - 20w (0.16A)

Power Consumption

Power Factor > 0.96

Electronic Low Voltage Reverse Phase
Dimming -

Trailing Edge
Emergency N/A
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Project Name:

Notes:

MODA MINI COVE® INTERIOR

SO RED 4FT

PHYSICAL
Applications Cove, Accent & Indirect General lllumination
Length 4’ (1.22m)
Dimensions Width 1 3/5” (41mm)
Height 1 3/10” (33mm)
Weight 19.50 oz (553g)
Construction Pure Aluminum Body, Polycarbonate Mounting Bracket

and Lens

Thermal Management

MODA Aluminum Heat Sink

Optics

N/A

Fixture Connections

Integral Male & Female Connectors

Operating Temperature

-49F ~ 104°F (-20°C ~ 40°C)

Storage Temperature

-40°F ~ 176°F (-40°C ~ 80°C)

Humidity

DIMENSIONS

0-95% Non Condensing

i 2

MODA TECHNOLOGY

ModaBIN™

MOJOCOMMUNICATE™ MOJOLOCK™

ModaCuE™

MOJQDRIVER™

modasoFr™

4’ (1.22m)

CONNECTOR DIMENSIONS

Male Output
1/2”
= I (12mm) EJ
o et
12/5” 7/10”
(35mm) (19mm)

Female Output

OEE
1/2”
(12mm) —

7/10”
12/5” (29mm)
(35mm)
STANDARDS &
CERTIFICATIONS

MOJOKWIK CONNECT™

R
CE ™o O

LM LM
79 80 .2.

MOJOPHOSPHOR™

Due to continuous improvements and innovations, specifications may change without notice.
Please refer to our website for current technical data. These figures are provided as a guideline
only and may vary with differing power supplies and installtions. All rights reserved. E&OE.
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ILLUMINANCE AT A DISTANCE

POLAR CANDELA DISTRIBUTION

MODA MINI COVE® INTERIOR

ZONAL LUMEN SUMMARY

SO RED 4FT

LUMENS PER ZONE

Center Beam FC Beam Width 180°170°160° 150° 140°
. 0,
252 Zone | Lumens | % Lamp | % Fixt Zone | Lumens | % Total
210 130°
0-10 23.52 3.50%
2.0ft 62.22 fc 12.9 ft 5.6 ft 168 1200 0-30 192.86 N.A. 28.70%
126 10-20 67.20 10.00%
110°
4.0ft 15.55 fc 221t 11.3ft 84 0-40 315.16 NA | 26.90% 20-30 10214 | 15.20%
42 100°
6.0 ft 7.77 fc 31.0ft  16.9ft cp: 0 900 30-40 122.30 | 18.20%
0-60 551.71 NA. | 82.10%
42 80° - 0
8.0 ft 3.88 fc 4011t 2251t 84 . 40-50 12566 | 18.70%
70 60-90 119.61 N.A. 17.80%
126 50-60 110.88 | 16.50%
10.0ft 1.94 fc 4911t 2821t 168 60°
0-90 671.32 NA. | 99.90% 60-70 77.95 11.60%
12.0 ft 210 50°
: 155 fe 58.1ft  33.8ft 252 70-80 35.61 5.30%
VA:0° 10° 20° 30° 40° 90-180 0.67 N.A. 0.10%
80-90 6.04 0.90%
Vert. Spread: 200° -
-0°H 0-180 672.00 N.A. 100% . "
Horiz. Spread: 120° H-90°H 90-100 5.10 0.76%
WIRING

UL / eUL Non-dimming

e e ——CE( S

277v AC

Leader

UL / cUL ELV Dimming

AT = — _
WIRING LEGEND COMPATIBLE DIMMERS MAX RUN LENGTHS

UL/cUL CE/PSE* Lutron MAELV-600 (600W) 4t using 120v AC 30pcs

Ground — Green == Yellow/Green Lutron Skylark SELV-300P (300W) 4ft using 277v AC 60pcs

Live 100-277v == Black = Brown Leviton MNEO4 (400W)

Neutral —— White === Bjue Lutron DIVA DVELV-300P (300W)

Data Yellow Lutron DIVA DVELV-300P (300W)

*not illustrated

ADJUSTED
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SPECIFIC
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MODA-MINI-COVE-GRAZE-
INT-10FT-LEADER-CABLE-W

Power to First Fixture of Run

Male Connector
L:12/5” (35mm)
W: 7/10” (19mm)
H: 1/2” (12mm)

Leader Cable
L: 10’ (3.05m)
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MODA-MINI-COVE-GRAZE-
INT-25FT-LEADER-CABLE-W

Power to First Fixture of Run

Male Connector
L: 1 2/5” (35mm)
W: 7/10” (19mm)
H: 1/2” (12mm)

Leader Cable
L: 25" (7.62m)

MODA MINI

MODA-MINI-COVE-GRAZE-
INT-1FT-JUMPER-CABLE-W

Connection Between Fixtures

Jumper Cable
L: 1" (304.80mm)

Male Connector
L: 1 2/5” (35mm)
W: 7/10” (19mm)
H: 1/2” (12mm)

Female Connector
L: 1 2/5” (35mm)
W: 7/10” (19mm)
H: 1/2” (12mm)

COVE® INTERIOR
SO RED 4FT
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MODA-MINI-COVE-GRAZE-
INT-4FT-JUMPER-CABLE-W

Connection Between Fixtures

Jumper Cable
L: 4’ (1.2m)

Male Connector
L: 1 2/5” (35mm)
W: 7/10” (19mm)

H: 1/2” (12mm)

Female Connector
L: 1 2/5” (35mm)
W: 7/10” (19mm)
H: 1/2” (12mm)

~

MODA-MINI-COVE-GRAZE-
INT-TERMINATOR-W

Must be Fixed to Last Fixture for Safety

L: 1 1/2” (39mm)
W: 4/5” (22mm)
H: 3/5” (17mm)

STANDARDS & CERTIFICATIONS

MODA-MINI-COVE-GRAZE-
20FT-MOUNTING-TRACK-G

Allows User to Install Fixtures in a
Continuous Linear Position.

Each Piece

5 Pieces (20ft) 2 (1.2m)

MODA-BRIDGE*
Allows User to Convert a 0-10v Dimming Signal into

an ELV Dimming Signal that Dims Down to 0%

L: 7 3/4” (196.85mm)
W: 4 2/10” (107mm)
H:1 8/10” (47mm)

Certification Tested to UL & CSA by Intertek For Use in USA & CANADA. Exceeds ANSI C78.377-2015, CE & RoHS Compliant.
Class 1

Environment Dry/Damp Location - IP52

Warranty 5 Year Limited Warranty
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